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OPTIONAL UPPER
PROPELLER.

STANDARD MATERIAL OF
WETTED PARTS IS 316

STAINLESS STEEL. OTHER
MATERIALS OPTIONALLY

AVAILABLE.

STANDARD CLAMP MOUNT
ADJUSTABLE BEAM MOUNTING

PLATE AVAILABLE AS A
NO-COST OPTION.

STAINLESS CLAMP SCREW
AND CLAMP ASSEMBLY.

300 SERIES STAINLESS STEEL
WASHDOWN DUTY TEFC 3 PHASE
ELECTRIC MOTORS FROM 1/2 TO 2
HORSEPOWER. AIR MOTOR IS
OPTIONALLY AVAILABLE.

MOTOR AND DRIVESHAFT
FLEXIBLY COUPLED FOR
SHOCK LOADING PROTECTION.

DRIVESHAFT INDEPENDENTLY
SUPPORTED WITH TWO SEALED,
PERMANENTLY LUBRICATED
BALL BEARINGS.

STAINLESS STEEL CONSTRUCTION 
HOUSING ASSEMBLY. 304SS STANDARD 
MATERIAL OF CONSTRUCTION.  #4 
POLISH AVAILABLE AS AN OPTION.

 ADJUSTABLE 

PER
ORDER

 7.2 

 A 

 4.5 

2.5
MAX.

SHAFT LENGTH
PER ORDER

PER
ORDER

 3.50 

PLAN VIEW

 B 

AIR MOTOR
INCLUDES MUFFLER AND

NEEDLE VALVE. REFER TO 
TABLE FOR AIR SUPPLY

REQUIREMENTS.

OPTIONAL
RIGID SHAFT
COUPLING.

 6.75 

 3.00 

 .56 TYP 

 .63 

*FOR REFERENCE ONLY*

OPTIONAL ADJUSTABLE
BEAM MOUNTING PLATE

AIR MOTOR
(40-60 CFM @ 90 PSI AIR REQ'D)

AIR MOTOR REQUIREMENTS
AT 90 PSI

*WEIGHT IS IN POUNDS WITH ELECTRIC MOTOR.
WEIGHT OF AIR MOTOR SUPPLIED MIXER IS 37 LBS.
DOES NOT INCLUDE SHAFT OR IMPELLERS.

ALL DIMENSIONS ARE IN INCHES
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* ALL DIMENSIONS AND WEIGHTS ARE FOR REFERENCE ONLY 
UNLESS THE DRAWING IS CERTIFIED.

* ALL EQUIPMENT DESIGN AND APPLICATION DATA SHOWN 
HEREIN IS CONFIDENTIAL AND THE PROPERTY OF BRAWN MIXER. 
NO USE OR DISCLOSURE THEREOF MAY BE MADE WITHOUT OUR 
WRITTEN PERMISSION.

BSB

STAINLESS STEEL DIRECT DRIVE
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